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Specification 1- Electronic Balance

Specification

  Capacity x Readability
0-220 g x 0.1mg                           ONE 
No.                   

Repeatability ± 0.1 mg

Linearity (mg) ± 0.2 mg

Response Time (avg) 2 seconds

Tare Range Full to Capacity

Selectable Weight Units g, kg, ct, lb, oz, ozt, tlh, tls, tlt, Gn, dwt,
 mg, /lb, tlc, mom, K, tol, bat, and MS.

Selectable Application Programs Mass unit conversion by toggling, tare, 
net total,
 weighing in percent, counting, 
averaging etc

Display Update 0.1 - 0.4 seconds 

Display LCD with backlit

Allowable Ambient Operating Temperature 0°C to 40°C (32°F to 104°F), 85% RH 
or less

Sensitivity Drift
(10°-30°C/50°F-86°F)

± 1 ppm / °C

Internal calibration isoCAL - Motorized Internal Calibration

External Calibration  Yes,  200 g 

Pan Size
Pan shape
overload protection                                         

Min ø80 mm / 3.1 in ( inner diameter)
triangular  3 side weighing pan
Yes

Draft Guard Chamber Ht 232 mm / 9.13 in (from pan to top of 
glass door) appx’

RS-232 Interface Yes

Weighing Below yes

Warranty   3 Years Manufacturer Warranty 

2-
Capacity x Readability 3,200 g x 0.01                                       ONE No.                   
ONERepeatability (std deviation)  ± 0.01 g 

Linearity  ± 0.02 g 

Response Time (average)  1.1 seconds 

Tare Range  Full to Capacity 

Selectable Weight Units  Grams, Kilograms, Carats, Pounds, 
Ounces,
  Troy ounces, Hong Kong taels, 
Singapore tales,
  Taiwanese taels, etc.

Selectable Application Programs  Weigh average, dynamic animal 
weighing,
  net-total formulation, or counting 

Display Update  0 .05 – 0.4 seconds

Display  L CD with backlit 

Operating Temperature Range  50° F to 86° F (+10° C to +30° C) 

Allowable Ambient Operating Temperature  41° F to 104° F (+5° C to +40° C) 



Sensitivity Drift  ± 2 ppm / °C 

Motorized Internal Calibration  Yes 

Calibration   I nternal Calibration

Pan Size  Min.7. 1" x 7.1" inches / 180.3 x 180.3 
mm 

Built-in RS-232 Interface  Yes 

Power Source  AC adapter 120 VAC 

SartoConnect data transfer software           
Overload protection

 yes

Approx. hours of operation with YRB05Z rechargeable battery pack 35 hours 

Standard Equipment  AC Adapter, Manual 

Warranty  3 Years Manufacturer Warranty 

Note: please submit EMD an account of Rs 4000- in the shape of Bank draft/ pay order in favour 
of Project Director, NRCPB, without EMD quotation will not be accepted.
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Specification Photoperiodic Timer

Switching Unit

L & T Timer for Old Photoperiodic Timer

1 No.

1 No.

1 No.

Note: please submit EMD an account of Rs 600- in the shape of Bank draft/ pay order in favour of 
Project Director, NRCPB, without EMD quotation will not be accepted.
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Specification Specification for PH Meter

We manufacture pH meters. Our pH meters are accurate, reliable and rugged. 
These are stable test instruments for laboratory & field.

Salient features:
Highly stable and Accurate 
Digital Display
Auto Temperature compensation
Auto Polarity & Decimal Indication
Digital pH Meters

Model AUTO TEMP. MODEL TABLE MODEL PORTABLE MODEL
Display 3 ½ digit LED
Range pH mV0 to 14.00 0 to + 1999 0
Resolution pH m V + 0.01 1
Accuracy pH mV + 0.01
Temperature Compensation Auto 0 to 1000C Manual

                   1 No.



Slope Correction 80 to 120%
Power 230V + 10%  

Note: please submit EMD an account of Rs 600- in the shape of Bank draft/ pay order in 
favour of Project Director, NRCPB, without EMD quotation will not be accepted

4. fefly la[;k 6-117/09-���X�Å�Y�N�M�Å�O�K�Å�L�K�Å�F�K�#8601&15      fnukad% 15&12&09

midj.k dk uke QyksjhfeVj [kjhnus gsrqA
vafre frfFk 04-01-10  
Specification                    1 No.

Note: please submit EMD an account of Rs 6000- in the shape of Bank draft/ pay order in 
favour of Project Director, NRCPB, without EMD quotation will not be accepted
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Specification Specification for Vortex         

Type of movement : Orbital

�x Orbital diameter [mm]:4

�x Permissible ON Time[%]: 100

�x Speed min (adjustable) [1/min] : 250

�x Speed range [1/min] : 0-2500

�x Dimensions (W x H x D)  [mm] : 127 x 136 x 149

�x Permissible ambient temperature [C] : 5-40

�x Permissible relative moisture [%] : 80

Note: Please Submit EMD an account of Rs. 800/- In the shape of Bank 
Draft/ Pay Order in favour of Project Director, NRCPB without EMD 
Quotation will be not be accepted.

            2 Nos
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Specification Ductless Fume Hoods

Filtration
�x Activation carbon filter for extensive range of chemicals.

�x The absorbing grade list for activated carbon.

�x Selective one of six filters.

�x Pre –filter mounted makes it longer the main filter’s life span

CONSTRUCTIONAL FEATURES
�x Internal wind speed in the work space with attached anemometer.

�x Wind speed controlled by identifying varying wind speed in 
accordance with surroundings environment and filter condition.

�x Connection with separate exhaust system is not required, since the 
hood already has a recirculation air flow discharging in to the 
laboratory.

�x Filter of cartridge type replaced with opening the upper cover of 
the front.

�x Front sash can be fully opened and fixed to enable experimental 
apparatus and equipment to move conveniently in to the work 

               1 No.



space

�x As a utility hole should be provided apparatus inside the hood 
easily be connected to out side the hood or apparatus outside the 
hood can be so to inside the hood

�x  As a blower of large enough capacity is adapted , sufficient intake 
flow rate is maintained and noise is low

�x A fluorescent light shoul provided outside the workspace so that air 
circulation is not hindered ,pollution from the reagents can be 
prevented and intensity of illumination can be maintained

�x Various filters and work surface are optional.

Specification

Fumehood type Ductless
Permissible environmental condition Temperature 5�Û�&�W�R���Û�&���P�D�[�L�P�X�P�����U�H�O�D�W�L�Y�H��

humidity 80% Altitude up to 2/000m
Controller Microprocessor control
Face Velocity Initial set point 0.4m/s,80 fpm
Air flow meter Swing Vane Type
Main Filter  Chemical filter(Optional 6 Different filters)
Pre filters Washable high efficiency nylone filter
Conctruction
                              Main Body 2.0steel(Epoxy powder-coated)
                            Work Surface (Standard)(Optional 5 Different work surfaces)

                    Window(Front/Side) Acryl 8 mm/Acyl 6 mm
Fluoroscent light  Intensity >600 lux
Sound Emission 55dB At Normal operation

Dimensions
(WxDxH)

Internal(mm/inch) 880x640x800x/34.6x25.2x31.5
ExternalWithout stand
(mm/inch)

900x660x1248x/35.4x26x49.1

ExternalWith stand
(mm/inch)

900x660x1953/35.4x26x76.8

Weight
(Body )(kg/lbs)

100/220.5

Weight
(Body+stand )(kg/lbs)

120/264

Note: Please Submit EMD an account of Rs. 2000/- In the shape of Bank 
Draft/ Pay Order in favour of Project Director, NRCPB without EMD 
Quotation will be not be accepted.
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Specification Label Printer 

Specification as per Enclosure 
One 

Note: Please Submit EMD an account of Rs. 1000/- In the shape of Bank 
Draft/ Pay Order in favour of Project Director, NRCPB without EMD 
Quotation will be not be accepted.






