




Specification

Note: Please Submit EMD an amount of Rs.8000/- In the shape of Bank Draft/ 
Pay Order in favour of Project Director, NRCPB, without EMD Quotation 
will be not be accepted.

    One No.
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Specification 15 X Zoom Camera Specifications

Specifications

Number of Effective 
Pixels

10 Million Pixels

CCD Sensor 1/ 2.3-inch CCD

Image File Size Still image: 3,648 x 2,736 / 3,648 x 2,432 (3:2) / 
2,592 x 1,944 / 2,048 x 1,536 / 1,600 x 1,200 / 640 x 
480 pixels

Movie: 1,280 x 720 (720pHD), 320 x 740, 640 x 480

File Format Still image : JPEG (Exif Ver.2.2)
Movie : AVI (Motion JPEG ) with sound
(Design rule for Camera File system compliant / DPOF-
compatible)

Storage Media Internal memory (approx. 55MB) / SD memory card / 
SDHC memory card

Lens 15 X Optical zoom lens, F3.5(Wide) - F5.4(Telephoto)

    One No.



Lens Focal Length f=5.0mm - 75.0mm, Equivalent to 27.6 - 414 mm on a 
35mm camera

Focusing Auto Focus (Area, Multi, Center) / Continuous AF / 
Manual Focus
AF assist illuminator available

Focus Distance Normal: Wide Angle: Approx. 0.7 m / 2.3 ft. to infinity; 
Telephoto: Approx. 2.5 m / 8.2 ft. to infinity
Macro: Wide Angle: Approx. 10 cm to 1 m; Telephoto: 
Approx. 70 cm to 3.5 m
Super Macro: Approx. 1 cm to 30 cm

Aperture Wide: F3.5/7.0, Telephoto: F5.4 / 7.0

Viewfinder 0.2-inch, approx. 200,000 dots. Colour LCD monitor, 
approx. 97% coverage, 60 fps

Metering TTL 256-zones metering

Exposure Control Aperture Priority AE, Shutter Priority AE, Manual

Sensitivity Auto / Auto(1600) / Auto(800) / Auto(400) / Equivalent 
to ISO 100/200/400/800/1600/3200/6400 (Standard 
Output Sensitivity)
ISO 3200/6400: Number of recorded pixels: 5M pixels 
or lower

Shutter Speeds (Auto mode) 1/4 sec. to 1/1000 sec. (All other 
modes) 4 sec. to 1/1000 sec.

White Balance AUTO
Preset (Fine, Shade, Fluorescent light (Daylight), 
Fluorescent light (Warm White), Fluorescent light (Cool 
White), Incandescent light), Custom

Flash Auto flash

Flash Range Effective range: (ISO 800): Normal: Wide Angle: 
Approx. 0.5 m to 6.4 m

Telephoto angle: Approx. 0.5 m to 4.1 m

Macro: Approx. 0.7 m to 3.0 m

Flash Modes Red-eye removal OFF: Auto, Forced Flash, Suppressed 
Flash, Slow Synchro

Red-eye removal ON: Red-eye Reduction Auto, Red-eye 
Reduction & Forced Flash, Suppressed Flash, Red-eye 
Reduction & Slow Synchro

LCD Monitor 2.7 inches, 230,000 pixels, Coverage Approx. 97%
Amorphous silicon TFT colour LCD monitor (WV type). 
60 fps

Video Output NTSC / PAL selectable
HD Output

Interface USB High-speed

Power Source 4xAA type alkaline batteries (included), Ni-MH 







Specification

Note: Please Submit EMD an amount of Rs.2000/- In the shape of Bank Draft/ 
Pay Order in favour of Project Director, NRCPB, without EMD Quotation 
will be not be accepted.

    Two Nos. 
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Specification

Note: Please Submit EMD an amount of Rs.2000/- In the shape of Bank Draft/ 
Pay Order in favour of Project Director, NRCPB, without EMD Quotation 
will be not be accepted.

    One No.
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Specification Specification for UPS 

KEY FEATURES OF THE SYSTEMS:     One No.



o Pure sinewave output
o Wide input range with 6 step AVR.
o 5 stage charger system that ensures faster charging and lower battery 

heating
o Phase synchronized transfer.
o Ultra fast transfer routine.
o Zero current relay switching for better relay life.
o Zero battery drain in off mode.
o Auto recharge and night guard on mains recovery.
o Fully programmable all set points, and parameters can be programmed 

by you
o Highly fault tolerant system.
o Computer communication enabled , real time data transfer to a host 

computer through s232c.(optional)

FROM 0.5 KVA TO 30 KVA TECHNICAL SPECIFICATION OF UNIQUE UPS 
SYSTEM

Rated output capacity 0.5 KVA to 30.0 KVA single / three phase

Input voltage
160 - 270 V AC two wire
330 -470 V AC four wire

Input frequency 47 - 53Hzs

Rectifier –charger
Automatic float cum boost charger
Constant voltage constant current type

Battery input

48 V DC for 0.5 – 2.0 KVA
120 V DC for 2.0 – 5.0 KVA
144/240 V DC for 7.5 – 10.0 KVA
360 – V DC for 15.0 – 30.0 KVA

Battery type and back up
S.M.F./ Tubular or any other type for
15 Min. to 5.0 hrs as per requirement

Output 
voltage                                    

220 / 230 V AC

Regulation _     ± 1% under all line and load conditions

Output frequency    50.0 Hzs.

Regulation    ± 0.25 %

Inverter efficiency better than 85%

Waveform sinusoidal (sine wave)

Distortion
THD less than 5% (option 3%)
Any single harmonic less than 3%

Transient response   ± 6% under step load change of 80%

Transient recovery
90% within two and half cycles
100% within three to four cycles

Load power factor unity to 65 lag within kw rating

Overload capacity 120% for 10mins. 150 % for10 sec.

Crest factor better than 2.5

Control method
online double conversion UPS zero Transfer time

                

Ambient Temperature 0 – 50 Degree Celsius



Note: Please Submit EMD an amount of Rs.1100/- In the shape of Bank Draft/ 
Pay Order in favour of Project Director, NRCPB, without EMD Quotation 
will be not be accepted.

Relative humidity 95% RH Max. (Non condensing)

Audible noise less than 55 dB at 1.5 meters

Cooling forced Air type


