


Note: Please Submit EMD an amount of Rs. 4000/- In the shape of Bank Draft/ 
Pay Order in favour of Project Director, NRCPB, without EMD Quotation will 
be not be accepted.
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Specifications

Split AC’s with  stabilizers       
                     
Specifications  for   Split   AC’s         

Nominal capacity 2 TR,  3star rating, Cooling capacity min.6660watts, EER 
min2.72, 3 fan speed, 2.6Lt/hr or more moisture removal,  Rotary 
compressor, Activated carbon cum Electrostatic fibre filter , Electronic 
thermostat,  Anti corrosion, 3 speed cooling , oscillating louvers, fuzzy logic, 
Auto swing ,Time delay, digital display , Auto restart , Non volatile memory, 
Bio filter, clear digital display with remote, Complete installation, Warranty: 1 
year warranty on entire unit + 4 years warranty on compressor. 

Specifications for stabilizers    
     
Voltage stabilizers of Logicstat or Blue Bird brand, Time delay relay, 
Operating voltage range 170-260 Volts, 5 KVA capacity, Confirm to BIS 
standard,  wall hanging type, digital display, 1 year or more on site 
warranty, free Installation.

Note: Please Submit EMD an account of Rs. 800/- In the shape of Bank 
Draft/ Pay Order in favour of Project Director, NRCPB without EMD 
Quotation will be not be accepted.

Two Nos.

Two Nos.
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Specifications Ph Meter                                                                    One No.

Specifications

Modes   pH/Temp

pH Range   0.00 - 14.00

pH Resolution   0.01

pH Accuracy   0.005pH

Temperature Range   0.0 - 100.0o C

Temperature Resolution   0.1o C

Temperature Accuracy   0.2o C

Standardization   1,2or 3 buffers

Electrode                                 Plastic Body ph/ATC  Electrode

Auto buffer recognition

  16 
buffers
  2,4,7,10,12,
  1,3,6,8,10,13
  1.68, 4.01, 



6.86, 9.18, 
12.46

pH Temperature 
compensation                        Yes,   Auto                                                                                                 

Probe    ATC probe

Ph electrode slope correction      Yes Automatic

for 90-105%
Standing Electrode  Arm with Base
Provided power supply

    Yes , 
provided

  Yes

Note: Please Submit EMD an amount of Rs. 8300/- In the shape of Bank Draft/ Pay 
Order in favour of Project Director, NRCPB, without EMD Quotation will be not be 
accepted.
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Specifications Timer          Sequential             

Dimensions    (HXWXD) mm    96X96X100
Description                                   Microcontroller Based
Time Setting                               BY FRONT KEYPAD 
Direction                                    Up or Down
Display                                       Upper: RED, 4-Digit, 0.56"
                                                   Lower: GREEN, 4-Digit, 0.4"
Time Setting Range                   4 Digits Range 99.99/999.9/9999 
                                                  Sec/Min & Decimal Point Selectable
Power Supply                            230V AC ± 20%, 50 Hz.
Memory Retention                     Non-Volatile Memory in case of 
                                                  Power Failure
Set Point                                    4 Set Point, Forward/Reverse/Stop
                                                  & Total Time Adjustable
Control Output: 
Relay                                       2 Relay, 230V AC,5A 1C/O
SSR                                         2 SSR, 12/24V DC ±2V

Indication                                LED To Indicate Relay Status
Cut Out (mm)                         92 X 92
Mounting                                 Flush panel mounting with clamps fixed 
                                                behind the panel

Note: Please Submit EMD an amount of Rs. 200/- In the shape of Bank Draft/ Pay 
Order in  favour of Project Director, NRCPB, without EMD Quotation will be not 
be accepted.

Two Nos.
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Specifications Specifications of Split AC 2’ Tons:

1. Split A.C - Wall Mounted
2. Cooling Capacity-  2 tones
3. BEE Star rating  -4
4. Energy efficient Ratio (EER)- 10 or more
5. Compressor  - Rotany Type
6. With Remote control
7. Digital Temperature control
8. With Heating Mode for maintaining room temperature 250C
9. Noise Level -48 ds

Note: Please Submit EMD an amount of Rs. 3000/- In the shape of Bank Draft/ Pay 
Order in favour of Project Director, NRCPB, without EMD Quotation will be not be 
accepted.

Two Nos.
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Specifications

Note: Please Submit EMD an amount of Rs. 6000/- In the shape of Bank Draft/ Pay 
Order in favour of Project Director, NRCPB, without EMD Quotation will be not be 
accepted.

One No.


