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Specification                       Specifications of Split A.C

Capacity

Cooling (Watts)     5275
Compressor             Rotary

Electricity Rating

Power Supply (Volt/Phase/Hz) 230/Single/50
Power Input (Watts) 1660
Running Current (Amps) 7.5

Performance

EER (W/W) 3.18
Star Rating 5
Air circulation (In/Out) (CFM)           565/1600
Noise Level (Indoor) (db) 38

Operation

Panel Display    Magic Display (88 segment)
Remote Control    LCD Flap (Big size)

Filters

Anti-Bacteria Filter Yes
De-odourising Filter Yes
3G Cyclotron Plasma Yes
Allergy Care System Yes

Features

Auto Air Swing(Up-Down) Auto
Auto Air Swing(Left-Right) Auto
Comfort Swing Yes
Speed Setting 4/3
Auto Restart Yes
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Sleep Mode Yes
On Timer Yes
Off Timer Yes
Dehumidification Yes
Chaos Logic Yes
Fuzzy Logic Yes
Jet Cool Yes
Night Glow Buttons on Remote Yes
Evaporation Fin Type Blue
Condenser Fin Type Gold

Dimensions

Indoor (mm) (WxHxD) 1040x330x250
Outdoor (mm) (WxHxD) 870x655x322

Net Weight

Indoor (Kg) 18
Outdoor (Kg) 60

Note: please submit EMD an account of Rs 6000- in the shape of Bank draft/ pay 
order in favour of Project Director, NRCPB, without EMD quotation will not be 
accepted.
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Specification Electrophoresis                                               

Specifications for Power Pack Universal Power Supply
Output 
specifications

500 V, 2.5 A, 500 W

Output range
(programmable)

10–500 V, fully adjustable in 1 V increments
0.01–2.5 A, fully adjustable in 0.001 A increments
1–500 W, fully adjustable in 1 W increments

Type of output Constant voltage, constant current, or constant power with automatic crossover

Output terminals 4 pair recessed banana jacks in parallel

Timer control 1 min to 99 hr, 59 min, fully adjustable in 1 min increments

Real–time clock Yes

Pause/resume 
function

Yes

Volt–hour control 99,000 V–hr

Display 128 x 64 pixel backlit graphics LCD

Programmable Stores 9 methods, each with up to 9 steps
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                                                     for over temperature, under temperature, power failure, 
                                                      door ajar, low battery, and system maintenance, ontinuous-
                                                     charge battery back up.

Optional Accessories                 : Voltage safeguard, free-standing, Additional shelves, 
                                                     Additional bins.                   
                                                      
Note: please submit EMD an account of Rs 2000- in the shape of Bank draft/ 
pay order in favour of Project Director, NRCPB, without EMD quotation will 
not be accepted.
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Specification

Note: please submit EMD an account of Rs 4000- in the shape of Bank draft/ 
pay order in favour of Project Director, NRCPB, without EMD quotation will 
not be accepted.
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